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tests than were appropriately per-
formed using the previous FEL and the
CumSum statistic recalculation must
not exceed the action limit in two con-
secutive tests. The manufacturer’s
final credit report as required by
§ 91.210 must break out the credits that
result from each FEL and cor-
responding CumSum analysis for each
FEL set.

§ 91.509 Calculation and reporting of
test results.

(a) Initial test results are calculated
following the applicable test procedure
specified in paragraph (a) of § 91.507.
The manufacturer rounds these results,
in accordance with ASTM E29–93a, to
the number of decimal places con-
tained in the applicable emission
standard expressed to one additional
significant figure. (ASTM E29–93a has
been incorporated by reference. See
§ 91.6.)

(b) Final test results are calculated
by summing the initial test results de-
rived in paragraph (a) of this section
for each test engine, dividing by the
number of tests conducted on the en-
gine, and rounding in accordance with
ASTM E29–93a to the same number of
decimal places contained in the appli-
cable standard expressed to one addi-
tional significant figure.

(c) The final deteriorated test results
for each test engine are calculated by
applying the appropriate deterioration
factors, derived in the certification
process for the engine family, to the
final test results, and rounding in ac-
cordance with ASTM E29–93a to the
same number of decimal places con-
tained in the applicable standard ex-
pressed to one additional significant
figure.

(d) If, at any time during the model
year, the CumSum statistic exceeds
the applicable action limit, H, in two
consecutive tests, the engine family
may be determined to be in noncompli-
ance and the manufacturer must notify
EPA within two working days of such
exceedance by the CumSum statistic.

(e) Within 30 calendar days of the end
of each quarter, each engine manufac-
turer must submit to the Adminis-
trator a report which includes the fol-
lowing information:

(1) The location and description of
the manufacturer’s or other’s exhaust
emission test facilities which were uti-
lized to conduct testing reported pursu-
ant to this section;

(2) Total production and sample sizes,
N and n, for each engine family;

(3) The FEL against which each en-
gine family was tested;

(4) A description of the process to ob-
tain engines on a random basis;

(5) A description of the test engines;
(6) For each test conducted,
(i) A description of the test engine,

including:
(A) Configuration and engine family

identification,
(B) Year, make, and build date,
(C) Engine identification number,

and
(D) Number of hours of service accu-

mulated on engine prior to testing;
(ii) Location where service accumula-

tion was conducted and description of
accumulation procedure and schedule;

(iii) Test number, date, test proce-
dure used, initial test results before
and after rounding, and final test re-
sults for all exhaust emission tests,
whether valid or invalid, and the rea-
son for invalidation, if applicable;

(iv) A complete description of any ad-
justment, modification, repair, prepa-
ration, maintenance, and/or testing
which was performed on the test en-
gine, was not reported pursuant to any
other paragraph of this subpart, and
will not be performed on all other pro-
duction engines;

(v) A CumSum analysis, as required
in § 91.508, of the production line test
results for each engine family;

(vi) Any other information the Ad-
ministrator may request relevant to
the determination whether the new en-
gines being manufactured by the manu-
facturer do in fact conform with the
regulations with respect to which the
certificate of conformity was issued;

(7) For each failed engine as defined
in § 91.510(a), a description of the rem-
edy and test results for all retests as
required by § 91.511(g);

(8) The date of the end of the engine
manufacturer’s model year production
for each engine family; and

(9) The following signed statement
and endorsement by an authorized rep-
resentative of the manufacturer:
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This report is submitted pursuant to sec-
tions 213 and 208 of the Clean Air Act. This
production line testing program was con-
ducted in complete conformance with all ap-
plicable regulations under 40 CFR part 91 et
seq. No emission-related changes to produc-
tion processes or quality control procedures
for the engine family tested have been made
during this production line testing program
that affect engines from the production line.
All data and information reported herein is,
to the best of (Company Name) knowledge,
true and accurate. I am aware of the pen-
alties associated with violations of the Clean
Air Act and the regulations thereunder. (Au-
thorized Company Representative.)

§ 91.510 Compliance with criteria for
production line testing.

(a) A failed engine is one whose final
deteriorated test results pursuant to
§ 91.509(c), for HC + NOX exceeds the ap-
plicable Family Emission Limit (FEL).

(b) An engine family may be deter-
mined to be in noncompliance, if at
any time throughout the model year,
the CumSum statistic, Ci, for HC+NOX,
is greater than the action limit, H, for
two consecutive tests.

§ 91.511 Suspension and revocation of
certificates of conformity.

(a) The certificate of conformity is
automatically suspended with respect
to any engine failing pursuant to para-
graph (a) of § 91.510 effective from the
time that testing of that engine is
completed.

(b) The Administrator may suspend
the certificate of conformity for an en-
gine family which is determined to be
in noncompliance pursuant to
§ 90.510(b). This suspension will not
occur before fifteen days after the en-
gine family is determined to be in non-
compliance.

(c) If the results of testing pursuant
to these regulations indicate that en-
gines of a particular family produced
at one plant of a manufacturer do not
conform to the regulations with re-
spect to which the certificate of con-
formity was issued, the Administrator
may suspend the certificate of con-
formity with respect to that family for
engines manufactured by the manufac-
turer at all other plants.

(d) Notwithstanding the fact that en-
gines described in the application for
certification may be covered by a cer-
tificate of conformity, the Adminis-

trator may suspend such certificate
immediately in whole or in part if the
Administrator finds any one of the fol-
lowing infractions to be substantial:

(1) The manufacturer refuses to com-
ply with any of the requirements of
this subpart.

(2) The manufacturer submits false or
incomplete information in any report
or information provided to the Admin-
istrator under this subpart.

(3) The manufacturer renders inac-
curate any test data submitted under
this subpart.

(4) An EPA enforcement officer is de-
nied the opportunity to conduct activi-
ties authorized in this subpart and a
warrant or court order is presented to
the manufacturer or the party in
charge of the facility in question.

(5) An EPA enforcement officer is un-
able to conduct activities authorized in
§ 91.505 because a manufacturer has lo-
cated its facility in a foreign jurisdic-
tion where local law prohibits those ac-
tivities.

(e) The Administrator shall notify
the manufacturer in writing of any sus-
pension or revocation of a certificate of
conformity in whole or in part. A sus-
pension or revocation is effective upon
receipt of the notification or fifteen
days from the time an engine family is
determined to be in noncompliance
pursuant to § 91.510(b), whichever is
later, except that the certificate is im-
mediately suspended with respect to
any failed engines as provided for in
paragraph (a) of this section.

(f) The Administrator may revoke a
certificate of conformity for an engine
family after the certificate has been
suspended pursuant to paragraph (b) or
(c) of this section if the proposed rem-
edy for the nonconformity, as reported
by the manufacturer to the Adminis-
trator, is one requiring a design change
or changes to the engine and/or emis-
sion control system as described in the
application for certification of the af-
fected engine family.

(g) Once a certificate has been sus-
pended for a failed engine, as provided
for in paragraph (a) of this section, the
manufacturer must take the following
actions before the certificate is rein-
stated for that failed engine:

(1) Remedy the nonconformity;
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